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Efficient and Reliable Automatic Strapping Machine

The EG-A1 is an advanced and reliable automatic strapping machine designed to meet the demands of
industrial packaging applications. With its high-performance capabilities, customizable features, and user-
friendly design, it offers an efficient solution for your business.

SPECIFICATIONS

; POWER SUPPLY:
SINGLE PHASE, 110; 220V, 50/60HZ, 900W
THREE PHASE, 220; 380; 415; 440V, 50/60HZ, 850W

’ STRAP COMPATIBILITY:
COMPATIBLE WITH ADJUSTABLE PP STRAPS

% STRAP WIDTH:
ADJUSTABLE FROM 9 TO 15 MM WIDTH

‘ TRAPPING STENSION:
ADJUSTABLE TENSIONING FORCE OF 0.5 TO 90 KG

ﬁ WEIGHT:
NET 210 KG - GROSS 250 KG

n ARCH DIMENSIONS:
600 MM (HEIGHT) X 850 MM (WIDTH)

=) STRAPPING SPEED:
2.2 SEC/PER CYCLE: 1620 CYCLES/HOUR

€ MACHINE SIZE:
1440 MM (L) X 640 MM (W) X 517 MM (H)

"’ PACKAGE SIZE:
MIN 100 (W) X 30 MM (H) - MAX BASED ON THE ARCH
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For more information about the EG-A1 automatic

strapping machine or to discuss your specific packaging
E I I N needs, please get in touch with our team. We are here to

assist you and provide the support you require.

Q@ No. 44, Unit 7, Shahid Beheshti St., Tehran, Iran

. +98-2152734

info@behband.com

K

x behband.com
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